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Translation

EU-Type Examination Certificate

Equipment intended for use in potentially explosive atmospheres
Directive 2014/34/EU

Device with a measuring function for explosion protection
Directive 2014/34/EU

EU-Type Examination Certificate Number: BVS 20 ATEX G 002 X
Product: GX-3R and GX-3R Pro
Manufacturer: RIKEN KEIKI Co., Ltd
Address: 2-7-6 Azusawa ltabashi-Ku, Tokyo 174-8744, Japan

This product and any acceptable variation thereto are specmed in the an
documents therein referred to.

DEKRA Testing and Certification GmbH, Notified Body nUm]é ) , /
Directive 2014/34/EU of the European Parliament and of the ’.'G '
certifies that this product has been found to comply with ;he/EésetjtfaI I-f
relating to the design and construction of product/S/ mﬁeride Y }
atmospheres given in Annex Il to the Directive. - ' w f, 7
The examination and test resu[ts are recorded tn tﬁg: cp;ifjdéﬁjlgr }/}ws
The Essential Health and Safety Reqwrements with res}zr/gzt’,y }jé/
) g

protection are assured in consideratfon of iy

EN 60079-29-1:2016
EN 50271:2018

If the sign “X"/is placed after the ceﬂificéfﬁ ’F/ufﬁ F,,
Special Conditions for Use spec;ﬂed in

d(’:! l$f SHijOtf
f//f’f'r"'f/f" ”*u.
/,,{J' f }r “H [/ ,‘

/ ,- / ’ / / / -"‘I
This EU-Type Examination’ Certlf cate relatés 'ﬁJ s ﬁ c/sa{ﬁ ti'ubthh fof the ,sbecrﬁed;

product Further reqwrements of the Dlrectwe apP y to ftﬁ;é /manu acty Q p;' Ocess and suppl

The marking of the product shall'include the_fo_l_low_i,rjg
see DEKRA 17ATEX0103 X

DEKRA Testing and Certification GmbH
Bochum, 2021-11-26

Signed: Kilisch
Managing Director
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Appendix

EU-Type Examination Certificate

BVS 20 ATEX G 002 X

Product description

Subject and type

Gas transmitters type GX-3R and GX-3R Pro

Description

enrichment) and of toxic gases.
Apparatus type GX-3R can be equipped with a catalytic sensor and up to /
Apparatus type GX-3R Pro can be equipped with a catalytic sensor'and
sensors and an infrared sensor or with a catalytic sensor and up to 3 ¢
necessary that all sensors are equipped. :
A rechargeable Li-lon-battery pack serves as power s,upp '

Parameters
)/ 74

;, /
Tw X/if.
/,’

- apparatus types GXL 3R and GX—SR PJ'O/ Jth s
06831 (main module GX-3R Pro) a d O

- the measurement of methahe. propanea
NCR-6309 in the measuring yange 0 % L

- use of the followmg outputs for safety..r
- display
- visual and audible |nd|cators /

- use of the following accessorles

- Calibration adapter "S|mple type“ for GX—3R Pro, (part»no .--4777 9395; 1'0)
- Rubber protection cover for GX-3R (part-no. 4777 4161 10) y

- Rubber protection cover for GX-3R Pro (part-no ATTT AMT5 00)

- Alligator clip (part-no. 4777 9203 10)

The EU-type examination includes the following deviations from the operating conditions required by
EN 60079-29-1:

- Extended range of temperature at operation: -20 °C to +50 °C

- Extended range of humidity of the measured gas (short time): 0 % RH to 95 % RH

Test report

PFG-no. 41300121P of 26/11/2021
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gl Special Conditions for Use %
s
- see EU-type examination certificate DEKRA 17ATEX0103 X %
- Calibrate the catalytic sensor with the target gas. 5 i
- Check the calibration of the catalytic sensor if the apparatus is subjected to physical shc ck.
- Check the calibration of the catalytic sensor after exposure to gas concentrations abov ":;J,
measuring range. -
- Set the parameters "Beep operation" to "LED+BUZZER" and "Beep interval" t%o.ﬁ min
- Enable the User password.

18 Essential Health and Safety Requirements |
)'F'T At

The Essential Health and Safety Requirements with respect to the measuring f i'lc.tion,
protection are covered by the standards listed under item 9. 3

19 Drawings and Documents

Drawings and documents are listed in the confidential test report.

W
We confirm the correctness of the translation from the Germ jf inal, /
In the case of arbitration only the German wording sha : ﬂ/ ndi

DEKRA Testing and Certification GmbH
Bochum, dated 2021-11-26
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