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Utilizes R Sensor for outstanding long-term stability.
Up to three-year sensor warranty*. Allows use 
with peace of mind.
*	�R Sensor series only. Warranty for other sensors is one 

year. 

Longer warranty for 
peace of mind

Allows simultaneous detection of multiple 
gases using a single unit instead of requiring 
multiple gas detectors and detector tubes.

Next-generation high-performance sensors offer 
greatly improved performance and durability.

Greater number of gases 
with a single unit

Compatible with �R Sensor�

In addition to 4 main
gas types

+
O2

CO
Combustible 

gas
(%LEL or vol%)

H2S

Ability to detect up to 2 gas types simultaneously

Combustible 
gas

(ppm)

VOC Cl2NH3

PH3 NO2

SO2 HCN

CO2

6 typesMax.

Simultaneous detection gases
RSensor
Next-generation high-
performance sensors

3 yearsMax.

Sensor warranty

Model: GX-6100

Portable 6-Component Gas Detector
MODEL:

Easy to carry

Handy size
The handy 6-component GX-6100 detector combines both portability and functionality. 
Includes a panic alarm and man down alarm, in addition to gas alarms, to ensure worker 
safety.

For chemical substance

Risk assessment*

The Industrial Safety and Health Act mandates risk assessments* when handling 
chemical substances, regardless of work site dimensions. The GX-6100 (with PID 
sensors) enables measurement of approximately 200 different chemical substances 
covered by the risk assessment regulations. It provides direct concentration readings 
using a single unit.
* �Examining the hazards and harmful effects of handling chemical substances and considering measures 

to prevent workplace accidents

Features newly added ppm range and vol% range 
sensors for combustible gases.

GX-6100

Tough construction 
with excellent 
toxicity and impact 
resistance

Combustible gas
Electrochemical 
type with greatly 
improved basic 
characteristics

O2

2-in-1 dual 
construction

CO & H2S
Two-sensor 
con�guration 
minimizes H2 
interference

CO

With PID sensors*

For rapid response even for low-concentration gases
PID sensors can be installed to detect VOCs and a wide range of other gases at low 
concentrations down to the ppb range. Incorporates a gas list of approximately 680 
different types, allowing gas concentrations to be read off directly.
* PID: Acronym for photoionization detector
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Panic alarm function
An alarm activated manually when a 
worker senses a hazard or emergency 
situation.
It can be used to prompt rapid assistance 
and response from others in the vicinity.

Man down alarm function
An alarm triggered automatically 
when a worker remains motionless 
for a certain period of time.
The alarm rapidly alerts those in the 
vicinity to a worker�s abnormal condi-
tion and enables rapid response.

Bluetoothfi can be used for communication with smartphones. Allows alarms to be issued to remote locations in real time to notify emergency situations using 
the dedicated RK Link app. The RK Link app can be downloaded free of charge from Google Play or Apple Store.
*	 Bluetoothfi functionality is available only in countries and regions that comply with the Radio Law  

(EU, US, Canada, and Japan). Please specify when ordering if you require Bluetoothfi functionality.

Bluetoothfi equipped* Allowing on-site information to be shared remotely
(Models for EU, US, Canada, and Japan only)

Easy data management via smartphone

Linking with smartphones via Bluetoothfi

Rapid information sharing in emergencies

Snap log
button

Save

Bluetoothfi and the Bluetoothfi logo are registered trademarks of Bluetooth SIG, Inc. and are used by RIKEN KEIKI under license.

The �RK Link� app can be downloaded 
from Google Play or Apple Store free of 
charge!

Google Play and the Google Play logo are trademarks of Google LLC.
Apple and the Apple logo are trademarks of Apple Inc. registered in the U.S. and other countries 
and regions. App Store is a service mark of Apple Inc. registered in the U.S. and other countries 
and regions.

The snap logger function can be used to easily record measurements and save them 
to the app. Saved position data and gas concentrations can be sent automatically to 
preset email addresses.

Alarm setpoint setting function
Use the setting program to 
change/edit settings. Supports 
management and operation in 
accordance with the customer�s 
own criteria.

Con�rmation beep function
Indicates that the gas detector is 
functioning normally. The buzzer 
sounds at preset intervals while 
measurement is underway.

Calibration noti�cation function
Indicates the number of days until recom-
mended regular maintenance when the 
power is turned on. Reminds the user to 
perform maintenance to ensure safe use.

Continuous operating time: 
Approx. 28 hours
Allows use for extended periods 
without worrying about battery 
depletion, providing reliable safety 
management support.

Screen display inversion
The screen display 
�ips 180° automati-
cally to match the 
orientation of the unit.
This prevents errors 
when reading off the 
display.

Combustible gas conversion function
Models with new ceramic type combustible gas sensors installed can be used to directly read off up to 
27�different combustible gas types.
* Provided no thermal conductivity sensor is installed.
* Conversion to methane, ethane, and propane is not possible with isobutane models.

Gas name
Display 
name

Methane CH4

Isobutane i-C4H10

Hydrogen H2

Methanol CH3OH
Acetylene C2H2

Ethylene C2H4

Ethane C2H6

Gas name
Display 
name

Ethanol C2H5OH
Propylene C3H6

Acetone C3H6O
Propane C3H8

Butadiene C4H6

Cyclopentane C5H10

Benzene C6H6

Gas name
Display 
name

N-hexane n-C6H14

Toluene C7H8

Heptane n-C7H16

Xylene C8H10

N-nonane n-C9H20

Ethyl acetate EtAc
Isopropyl alcohol IPA

Gas name
Display 
name

Methyl ethyl ketone MEK
Methyl methacrylate MMA

Dimethyl ether DME
Methyl isobutyl ketone MIBK

Tetrahydrofuran THF
N-pentane n-C5H12

Handy features for ease of use
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